
VACUUM PUMPS VSM 진공펌프

SENTI Series

VSM  VACUUM PUMPS

Order no.

VSM ① - ② - ③

Feed pressure : 0.4 ~ 0.6 MPa

Air consumption : 15  ~ 126Nℓ/m
Max vacuum : -85  kPa
Noise level : 50 ~ 65 dBA
Material : PPS, AL
Working temperature : -20 ~ 80℃
Weight : 43 ~ 68 g

① MODEL

capacity equivalent to
electricity motor pump size
01 :     37 Nℓ/m (0.05 KW)
02 :     74 Nℓ/m (0.10 KW)
04 :  149 Nℓ/m (0.20 KW)

06 :   220 Nℓ/m (0.30 KW)

② TYPE
AIR SUPPLY PORT VACUUM PORT EXHAUST PORT

A :              M5 PF 1/8̋ INTERNAL SILENCER
B :           PF 1/8̋ PF 3/8̋ INTERNAL SILENCER
C :           PF 1/8̋ PF 3/8̋ EXTERNAL SILENCER

③ SEALING
N :   NBR (Standard seal)
V :   VITON
E :   EPDM

NR :  NON RETURN VALVE & NBR SEAL
NV :  NON RETURN VALVE & VITON SEAL
NE :  NON RETURN VALVE & EPDM SEAL

REMARK
VSM 01 - A, B, C
VSM 02 - A, B, C
VSM 04 - B, C
VSM 06 - B, C

Induce air in liters per minute (Nℓ/ m)
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Pump Characteristics
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